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LVA-2 2-way poppet normally closed heavy duty air limit valve

Medium: Air
Stem Travel:  Actuator arm may move 50° in either direc-

tion
Input Pressure:  300 PSIG max.
Air Flow:  @ 50 PSIG - 10 SCFM 

@ 100 PSIG - 19 SCFM
Torque to Actuate: 3 in./lbs.
Actuation Range:  0-23° Off, 23-50° On, 

Maximum travel 50°
Temperature Range:  32° to 230° F
Mounting:  Four 13/64" dia. mounting holes provided in 

valve body for use with #10 screw, or for tap-
ping 1/4-20 by customer.

Ports:  Inlet - 1/8-27 NPT, Outlet - 1/8-27 NPT, 
Exhaust - 1/8-27 NPT for convenience in porting 
away exhaust air or attaching muffler; it should not 
be restricted; exhaust port is not used on 2-ways.

LVA-3 3-way poppet normally closed heavy duty air limit valve

LVAO-2 2-way poppet normally open heavy duty air limit valve

LVAO-3 3-way poppet normally open heavy duty air limit valve

AR-K Roller actuator arm

Arm: Aluminum
Roller: Hardened steel
Temperature Range:  32° to 230°F
Mounting:  Slotted mounting clamp tightens onto 

limit valve with 5/32" hex wrench; may be 
positioned on limit valve shaft in any direction 
within a 360° circle.

AR-L Adjustable roller arm

Arm: Aluminum base with steel extendable arm
Roller: Hardened steel
Adjustment: 1.0 to 3.5 in.
Temperature Range:  32° to 230°F
Mounting:  Slotted mounting clamp tightens onto 

limit valve with 5/32" hex wrench; may be 
positioned on limit valve shaft in any direction 
within a 360° circle.

AR-M Adjustable rod actuator

Arm:  Steel 1/8” rod 13 inches long retained by screw 
clamp; the rod may be shortened and/or bent to 
desired shape.

Mounting:  Slotted aluminum mounting clamp may be 
positioned on limit valve shaft in any direction 
within a 360° circle.

Temperature Range:  32° to 230°F

Heavy Duty Limit Valves & Accessories Miniature Brass Fittings

.090 dia.-thru
1/8 I.D. hose barb

#10-32 thd.

.156.656.250
hex.

 11752-1 10-32 to 1/8" ID Hose Fitting

.250 hex. 1/16 I.D. hose barb

.052 dia.-thru
.437 .125

#10-32 thd.

 11752-2 10-32 to 1/16" ID Hose Fitting

.250 hex.

.109 dia.-thru

1/8 I.D. hose barb

10-32 thd.

.500 .156

 11752-3 10-32 to 1/8" ID Hose Fitting

.250
hex. .281

.156

#10-32 thd.

 11755 10-32 Screw Plug

.090 dia.-thru #10-32 thd. typ.

.250 hex.
.156

.156.187

 11999 10-32 Male Connector

Note: For conversion factors see page 54

for Clippard heavy duty air limit valves

for Clippard heavy duty air limit valves

for Clippard heavy duty air limit valves
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Miniature Brass Fittings Miniature Adaptor Fittings & Hose

#10-32 thd.-thru

.250
hex. .343

1/8-27 NPT

.156
.531

#10-32 thd.

7/16 hex.

#10-32 thd. 1/16-27 NPT

.312 hex. .187

.468

#10-32 thd. 1/4-18 NPT

.562 hex.
.187

.562

.375 sq.

#10-32 thd.-thru
#10-32 thd.

.156

.593

.250

 15002-3  1CJF"T" Fitting NPT to 10-32 Female Bushing

.375

.187

.312 hex.

.500

#10-32 thd. typ.

.156
.187

.468

 15002-1  15004

 2CPF

Adjustable "L" Fitting 10-32 Female Hex Coupling

10-32 Female Hex Coupling

.375 sq.

#10-32 thd.-typ.

.156

.593

.250

 15002-2 "L" Fitting

.375 sq. .250

.593

#10-32 thd.-thru
#10-32 thd.-typ

.156

 15002-4  4CQF"X" Fitting 1/4" NPT to 10-32 Female Bushing

.375

.312

.312 hex.

.625

#10-32
thd. typ.

.468
.187

.156

 15002-6 Adjustable "T" Fitting

Note: For conversion factors see page 54
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